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SHOOTING BOARD
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1-1/4" x 1/4" 
outer fence with 
slotted holes for 
adjustment to create 
a planing chute. 
Mount on right or 
left side as needed.

Note: The Stop is 
shown with a height 
of 1", though a taller 

stop may be used 
depending on the type 

of work being done. 
The Stop provides 

support to the back  
side of the material 

being planed, helping 
prevent tear out. 

1/8"deep groove for dust clearance

1/8"deep groove  
for dust clearance

Insert screws 3" from the end, 
spaced approximately 6" apart.

Optional  
left-hand wing
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Use MDF for the 
Board & fixtures 
and Hardwood for 
the Stops and Fence. 
Glue and screw the 
parts together. 
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EDGE SHOOTING BOARD
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Note: For a left-hand version, align the 1/2" MDF and Stop to the right side 

1/8" deep groove for 
dust clearance

1/8" deep groove  
for dust clearance

1-1/4"x 1/4"Hardwood 
fence with slotted holes 
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SHOOTING BOARD FIXTURES

45° MITER FIXTURE
Made from MDF

Glue 3/8" wooden dowels into the 
underside of the fixtures and drill 
a matching set of 3/8" holes into 
the shooting board's top layer 
of ½" MDF to easily align and 
secure the fixtures.

45° MITER “BIRD HOUSE” FIXTURE
Made from MDF and Hardwood

SIDE VIEW

Installed in the Shooting Board

Installed in the Shooting Board
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